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STRUB LHM Plus 
 
Special high performance hydraulic fluid 
 
Art.-No. 30671 
 
 
Description 
STRUB LHM Plus is a high performance hydraulic fluid specifically designed for use in PSA vehicles. 
 
Application 
For hydraulic systems of Citroen-XM, Xantia, BX, CX, SM, GS, ID, CS since 66, Citroen vans N, P + C35. The 
fluid supports the control of braking and suspension functions of Citroen Ami 8, Ami Super, Dyane, Mehari 
since 1977 and 2CV July 82. level control in Peugeot 405 X4. STRUB LHM Plus must not be used if brake fluid 
is prescribed according to SAE J 1703. Not miscible with synthetic brake fluids. 
 
Features and advantages 

• Special hydraulic fluid based on mineral oil 
• wide temperature application range 
• very good corrosion protection properties 
• no tendency to foam formation 
• very good low-temperature behavior and high purity 
• excellent protection against rust, corrosion and oxidation 
• STRUB LHM Plus is compatible to previous LHM fluids and shows neutral behavior towards seals and 

elastomers 
 
Specifications 

 

ISO 7308 
Fiat 9.55597 
IVECO 18-1823 
NH 610 A 
PSA (Citroen) B71 2710 
CASE 
Massey Ferguson 
 

 
Technical data 

 

 
Transport 
ADR/SDR   No dangerous goods 
 
Disposal 
LVA VeVA / EAK:   13 01 13 

Color 
Density at 20°C 
Viscosity at 40°C 
Viscosity at 100°C 
Viscosity index 
Flash point 
Pour point 

 
g/cm3 
mm2/s 
mm2/s 

 
°C 
°C 

green 
0.840 
18.7 
6.15 
320 
130 
- 50 


