
 
 

The information in this technical data sheet is based on general knowledge and possible applications. Strub + Co. AG is not liable for damage resulting from improper use 
of the products. The measurement and production tolerances customary in the industry apply to the characteristic data given. In general, no legal binding force can be 
derived from these data. Our products are subject to continuous further development. Therefore, Strub + Co. AG reserves the right to change all technical data in this data 
sheet at any time and without prior notice. 
 
STRUB + Co. AG Mühlemattstrasse 5 phone  +41 62 785 22 22  strub@strub-lube.ch 
Swiss Tribology  CH-6260 Reiden  fax  +41 62 785 22 33 www.strub-lube.ch 
 
ISO 9001|14001, Version 1.0: 08.11.2018 / DS  1 / 1 

 

STRUB Rapeseed oil 
 

Rapeseed oil for industrial applications 
 

Art. No. 31795 
 

 

Description 
Canola oil, also called rapeseed oil or colza oil, is a vegetable oil refined from rapeseed. 

 
Application 
This product is a general purpose oil and can be used for many diverse technical applications. 
 
Among other things, it is used in: 

• Hydraulic, transmission and saw chain oil 
• Lubricating oil 
• Hardening oil 
• Formwork oil 
• Lamp oil 
• Feed 

 

Color 
Density 20°C 
Viscosity at 40°C 
Viscosity at 100°C 
Viscosity index 
Pourpoint 
Flash point 

 
g/cm3 

mm/s2 
mm/s2 

 
°C 
°C 

yellow 
0.91 
35 
8 

200 
- 16 
280 

 

Disposal  
LVA VeVA / EAK:   13 02 08 


