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STRUB Profitto Synt LA-C2 0W/30 
 
Synthetic high performance engine oil  
for PSA Peugeot Citroen vehicles 
Low SAPS Technology 
 
Art. No. 32376 
 
 
 
 
Description 
STRUB Profitto Synt LA-C2 0W/30 is a high-performance synthetic engine oil based on the latest low SAPS 
Technology, with lowered HTHS, designed to meet the requirements of modern exhaust gas treatment systems 
(DPF). 
 
Application 
Specially developed for the latest generation of passenger car diesel engines from Citroen, Peugeot, Honda, 
Mitsubishi and Toyota. 
 
Features and advantages 

• reliable cold start due to low viscosity and optimum lubrication              
• long service life of the diesel particulate filter 
• extreme load capacity at high temperature 
• stay-in-grade engine oil 
• reduction of friction losses 
• prevention of sludge formation 
• economy due to extended oil change times 
• fuel savings of 4.2% compared to SAE 5W-40 engine oil 

 
Specifications 

ACEA C2 - 12 
API SN, SM, SL /CF 
Peugeot Citroen, PSA B71 2312 
Complies Fiat 9.55535-S1 

 
Technical data 

Color 
Density at 20°C 
Viscosity at 100°C 
Viscosity at 40°C 
Viscosity index 
Pourpoint 
TBN/ Total Base Number 
Flash point 

 
g/cm3 
mm2/s 
mm2/s 

 
°C 

mgKOH/g 
°C 

braun 
0.850 

9.9 
54.4 
169 
- 45 
6.1 
224 

 
Transport 
ADR/SDR   No dangerous goods 
 
Disposal  
LVA VeVA / EAK:   13 02 08 


